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Project
PROPOSED EXTENSION AND INTERNAL 
ALTERATIONS TO THE TWELVE APOSTLES 
CHURCH, KENTISH LANE, BROOKMANS PARK, 
HATFIELD, HERTFORDSHIRE, AL9 6NG
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PROPOSED SECTION DD

Altar

square section 
uPVC grey 
rain water pipes &
gutters to remain

clay tiled roof to remain

copper vents to remain

new hand made clay 
tiles type Traditional 
Weathered from 
Cowden TBM Ltd.

new square section 
mid grey powder 
coated aluminium 
gutter & rainwater 
pipe. Black facia board 
to provide roof void 
ventilation
new walls to match existing 
with red brick, stonework, 
quoins with knapped flint and 
red brick plinths

new roof structure  
to structural 
engineer's details 
& specification

new floor & 
foundations 
to structural 
engineer's 
details & 
specification

existing 
foundation 
& bridge 
over

existing 
foundation 
over 2.1m 
deep

pitched roof behind

new box 
gutter

ridge tile with 
air vents

new steel frame & roof 
to structural engineer's 
details & specification

Sunday 
School/Adult 
Baptism Area

2 sets of 6 no. Aqua Storm 65T 
Soakaway Crates 1000 x 1000 
x 400 mm each holding up to 
120 sq.m of drainage area. 
Crates to be 5m from building's 
foundations

steel columns to be encased in 2 
layers of 15mm thick FireLine 
plasterboard by British Gyspum

Revision: B1: 10.03.22: dk : Baptism pit omitted.
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