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NANDO'S 
WELWYN GARDEN CITY

UNIT 32 THE HOWARD CENTRE  
HOWARDSGATE 
WELWYN GARDEN CITY, AL8 6HA

PROPOSED SIGNAGE 
DETAILS

FOR PLANNING

This drawing should not be scaled. The contractor is to verify all 
dimensions and conditions on site. This drawing is the property of 
Fusion and they reserve the copyright. It is issued on the 
understanding that it will not be copied, reproduced or disclosed in 
whole or in part to any unauthorised party without written permission 
from Fusion. 
All fire-related elements as set out within the Fire Engineer’s Strategy 
Report. Fire-rated components require certified test body approval and 
must be reviewed by the Fire Engineer and Building Control before 
procurement and installation. Fusion will coordinate with all other 
consultants on statutory items, which may appear on Fusion drawings 
for coordination but remain under the relevant consultant’s design and 
control.
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SIGN 01 - NANDO'S SIGN
SCALE 1:10 @ A1; 1:20 @ A3
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SIGN 03 - MENU BOARD
SCALE 1:5 @ A1; 1:10 @ A3
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SIGN 01 - NANDO'S SIGN SECTION
SCALE 1:5 @ A1; 1:10 @ A3
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SIGN 02 - PROJECTING SIGN FRONT ELEVATION
SCALE 1:5 @ A1; 1:10 @ A3

3
MENU BOARD - TYPICAL SECTION
SCALE 1:5 @ A1; 1:10 @ A3
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SIGN 02 - PROJECTING SIGN SIDE ELEVATION
SCALE 1:5 @ A1; 1:10 @ A3
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SIGN 01 - NANDO'S ILLUMINATED SIGN - BUILT UP 
BLACKENED MILD STEEL LETTERS WITH 60MM RETURN, 
PAINTED RED INSIDE WITH CLEAR 5MM THICK PERSPEX 
FACE WITH FROSTING ON THE BACK & FIXED TO INSIDE OF 
GLAZING.
5MM CLEAR PERSPEX LETTER WITH ACRYLIC FACE & 
BLACKENED MILD STEEL 20MM RETURNS TO BE FIXED TO 
FRONT OF GLAZING.
SIGNAGE TO PRODUCE FACE ILLUMINATION CONTROLLED 
BY DIMMER SWITCH. ILLUMINATION VIA MINI RED LEDS.

ALL FIXING DETAILS SUBJECT TO 
SIGNAGE CONTRACTORS 
DRAWINGS

SIGN 02 - FRETCUT BLACKENED 
STEEL FACE PANELS BACKED WITH 
RED PERSPEX. INTERNAL 
ILLUMINATION VIA RED LED'S. 
FITTED VIA MILD STEEL BRACKET 
ENCASED WITHIN BLACKENED 
STEEL SHROUD.

SIGNAGE DETAILS AMENDED11.03.26A

SIGNAGE DETAILS AMENDED09.04.26B

SIGN 03.
INTERNALLY ILLUMINATED MENU BOX IN BLACKENED MILD STEEL 
FINISH WITH HINGED LOCKABLE DOOR. NANDOS LOGO & APPERTURE 
TO BE FRET CUT AND BACKED WITH CLEAR POLYCARBONATE. 
POLYCARBONATE TO HAVE FACE APPLIED RED VINYL.

SHOPFRONT GLAZING
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