
Private bituminous parking bay construction with

painted 'T' mark bay delineation.

PCC slab access paths and patios.

450 x 450 x 35mm slab thickness.

Colour Buff Riven. Cut slabs to patio to be

against the plot.

Existing car park construction to be broken out

and replaced with topsoil.

PCC EBN edging, laid with 20mm upstand.

Concrete base to new Bin Stores

Provide 150mm  thick C30 concrete (tamped) on

150mm thick type 2 crushed concrete subbase.

Laid to fall towards washdown gully.

Bituminous car park aisle construction.

Existing bituminous parking bays to be retained.

Existing kerbing to be broken out.

Porous Asphalt as Tarmac UltiDrive

Porous system

Soft landscaping
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Allow for surface course

replacement to these 7

parking spaces

Allow for surface course

replacement to this parking

space

Indicative Only

4
All manholes / inspection chambers in block

paved areas and patios, to have recessed

covers. MH covers in paved areas to have

square or rectangular cover & frame orientated

'square' with paving to minimise cut slabs or

blocks and in same direction as the external

finish.
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This drawing is to be read in conjunction with the

External Surfacing Construction Details,

IDL/752/X7/06/2.

For details of soft landscaping, refer to the

Landscape Architect's drawings.

Formation to parking areas to be proof rolled. Any

soft spots encountered are to be removed and

replaced with granular Type 2 material or clean

well-graded hardcore laid in layers not exceeding

250mm thick fully compacted.

In porous paved areas, the capping material, is to be

of the same specification as the subbase.

3

5
300mm  clean certificated topsoil to be provided

to new soft landscaped areas or from site won

material.

150mm clean certificated topsoil to be provided

to new turfed areas or from site won material.

6 In areas of proposed landscaping where there is an insufficient thickness of growth medium

present, 100mm of topsoil should be placed with 50mm of turf/sod. The growth medium used will be

clean soil, either site won or imported from a known and reputable source. Where site won topsoil is

used for the growth medium it will be tested at a minimum frequency of 1 sample per 250m3 or a

minimum of four samples per source prior to reuse.

Where imported soil is used, prior to import a minimum of 3 tests per source and type of material

should be provided. The predelivery chemical test results should be reviewed by a qualified

geoenvironmental engineer prior to the material being brought onto site. Upon import the soil

should be validated at a frequency of 1 test per 150m3. The imported growth medium should

conform to the specification presented in Appendix J of the geoenvrionmental report.

1 Issued for QA 17.06.19

Project :

Scale :

Date :

Drawn :

Title :

Rev

Date

33 The Point

Rockingham Road

Market Harborough

Leicestershire  LE16 7QU

Tel: 01858 411570  Fax: 01858 411571

Description

Drg. No:

Email: info@infrades.co.uk  URL: www.infrades.co.uk

INFRASTRUCTURE DESIGN LIMITED

working for

Status:

File Ref:

Plot Ref:

DOCUMENT

CONTRACT

Rev:

Notes

Checked: Approved:

1:250@A2

June 2019

IDL

External Surfacing

Layout

X7 Building

Xerox Site, Welwyn Garden City

IDL/752/X7/06/01

For Planning

752-X7-06-01.pdf

752-06-01.dwg

A

DC PT

Scale Bar 1:250

10m 30m20m

0 Issued for ConDoc 09.08.19

X6 Issue

Development Park

Issue

A
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